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  RV-6A   N86CG   Check Lists  11-Dec-03

BEFORE STARTING

All Switches Off

Master On, Fuel  Pump On

Check Gascolator for Water

Fuel Pump Off, Master Off

Check Wing Drains for Water

Check Control Pivot Bolts

Rudder Cable Bolts

Check Oil Level > 6 qts
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Cell Phones Off
Fasten Seat Belts

Select Full Tank

Check Alternator Breaker

Mixture Fully Rich

Master On

Fuel Pump On, Prime 4 secs

Fuel Pump Off

Set Throttle ¼” Open

Clear Area

Mag Switch to Start

AFTER STARTING

Avionics Switch On

Set 1000 RPM

Check for No Engine Alarms:

     Oil Pressure 60-70 PSI

     Voltage 14 volts

     Fuel Pressure 4-6 PSI

     Vacuum 4-6 inches

Strobes & Nav Lights if Needed

Radios On – Set Frequencies

Transponder to Standby 1200

Skymap IIIC On

Flaps Up

Lean Engine for Taxi


ENGINE RUN-UP

Mixture Fully Rich; 1700 RPM
Check Mags  <100 RPM Drop

Check Carb Heat

Check Voltage & Suction

TAKE-OFF

Canopy Closed & Locked

Flaps Up; 10 deg for Short Field

Set Altimeter, DG & AH

AutoPilot Off

Set Elevator & Aileron Trim

Controls Free & Correct

Fuel Pump On, Mixture Rich

On Runway:  Strobes, Wig-wag,
    Heading Indicator, Txpdr, Time
Full Throttle ~ 2200 RPM

Rotate 55 Kts; Climb 100-120 Kts

CRUISE
Fuel Pump Off; Lean if CHT<400
RPM+MP 45=65% 48=75% 51=85%
75% 2500/4000’ 2600/8000’ 9.8gph
	
	Speed
	KIAS

	Vne
	Never Exceed
	182

	Vno
	Max Normal Cruise
	157

	Va
	Maneuvering
	117

	Vfe
	Flaps 40 deg
	87

	
	Best Glide: 800 fpm
	80

	Vy
	Max Climb Rate
	75

	Vx
	Max Climb Angle
	65

	Vs
	Stall - Clean
	52

	Vso
	Stall - Landing
	48



BEFORE LANDING
Landing Light On

Fuel Selector to Fullest Tank

Fuel Pump On

Mixture Fully Rich

AutoPilot Off

Carb Heat On

Throttle to 1200 RPM

Flaps Down 20 deg at 85 Kts

Approach at 65-70 Kts

Flaps as Necessary

60-65 Kts over Threshold

Hold the Nose Off

AFTER LANDING

Fuel Pump & Carb Heat Off

Flaps Up for Taxi

Landing Lights Off

Transponder to Standby

Lean Engine for Taxi

Slide Canopy Open [image: image1.png]



SHUTDOWN

Flaps Down for Exit

Throttle to 1200 RPM 20 secs

Avionics Off

Mixture to Idle Cut-off

Mags Off, All Switches Off

Master Off

	
	Normal
	Limit

	RPM
	500 - 2700
	2700

	OilT
	165 - 220(F
	245

	OilP
	50 - 90 psi
	40-99

	CHT
	350 - 435(F
	500



ENGINE FIRE ON GROUND

Continue Cranking

If Engine Starts:

     1700 RPM for Two Minutes

     Shutdown & Inspect

Engine Fails to Start:

     Throttle Fully Open

     Mixture to Idle Cut-off

     Continue Cranking

     Use Fire Extinguisher
ENGINE FIRE IN FLIGHT

Mixture to Idle Cut-off

Fuel Selector Off, Master Off

Cabin Heat & Air Off 

ENGINE FAILS IN FLIGHT

Airspeed 80 Kts (~800 fpm)

Fuel Pump On, Switch Tanks

Carb Heat On

Mixture Fully Rich

Mags – Both, Left, Right

Transponder 7700

Turn Downwind – 80 Kts

Look for Landing Site
FORCED LANDING

Airspeed 80 Kts

Fuel Off, Mags Off, Master Off

AEROBATICS

1375 lbs Max Weight, 75.3 aft CG

-3G to +6G limits

Aileron Roll:  145 Kts, 30( up

Loop:             145 Kts, 3G

Chandelle:







